


























installing the whole machine, and the vacuum cleaner will still run as normal.

2. When vacuum cleaner is overturned, the buoy is activated, cut off the power
immediately, hold vacuum cleaner upright, and then turn on the power.

3. When the buoy is in an activated state, using vacuum cleaner will cause the
motor to burn out and trigger fire. Therefore, in this case, stop using it and
dump the water in the barrel before use.

VI Maintenance Method

A.Vacuuming

1. Use a filter cloth bag at the time of vacuuming for easy cleaning.

(D Loosen latch, take out machine head, put filter bagging into bottom cover
basket, and put on fixing frame to fasten.

(2) After putting machine head into plastic barrel and tightening latch on both
sides, start to work.

2. When vacuuming is completed or too much garbage has been inhaled in the
barrel, resulting in significant decline of suction, please cut off the power and
clear up garbage in the barrel in time.

(W Loosen latch on both sides and lift out machine head.

(2) Clear up dusts in the plastic, put machine head inside and fasten barrel
buckle to proceed with use.

(Since filter bagging is consumable, please pay attention to clear and wash on
a regular basis, and p lease replace with a new filter bagging in time when the
vacuuming effect is unsatisfactory after washing)

B. Water absorption

When absorbing water, use filter cotton, and prohibit the use of filter bagging.

1. Release latch, fetch out machine head, remove fixing buckle and filter bagging,
and put on filter sponge.

2. When water absorption is completed or the barrel is filled up with water,
enabling safety valve to work, please cut off the power and clear up water in the
barrel in time.

(I Release latch and fetch out machine head.

(2) Clear up water accumulated in dust barrel, put on machine head, and tighten
latch on both sides to continuously absorb water.

(3) Please dry sponge after water absorption is completed.
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